POLE BASE
DIA. +0.06”

VARIES | , \%Rle'S_a"
4-6" 10 8-6" 1
TAPERED TUBE,
VARIES SEE NOTE _ b
"—6" 10 2—6" BELOW s
RISE
APPROX.
p SEE DETAIL 3, STD
R25.19 DWG SL—103-1
APPROX.
R34.81”
. 2" SCH.40 PIPE
™

CONNECTION OF
LUMINAIRE ARM TO
POLE SHALL BE

(2.375” 0.D.)

2.00” WIDE X MIN. 0.375" THK.
STEEL STRUT (2 PLACES)

7 SEE STD DWG SL—104—1 FOR BOLTED CONNECTION
ASSOCIATED DIMENSIONS
DETAIL 1 POLE BASE DETAIL 2 — LUMINAIRE ARM

NOTE: TAPERED TUBE HAS CROSS—SECTION OF 4.00”x2.75"
(LONGER DIMENSION VERTICAL) AT CONNECTION TO
POLE AND TAPERS TO A 2.75” 0.D. CROSS—SECTION,
THEN CONTINUES TO TAPER TO AN O.D. OF APPROX.
2.40”. SEE DETAIL 3, STD DWG SL—103—1 FOR ARM
END DIMENSIONS.
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